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VERSION="4.0 Alpha"
HP="1"
IN="0"
GX="0"
BFS="1"
GY="0"
GXY="0"
UP="0"
FM="1"
FW="1000"
ZS="20"
HS="0"
OP="1"
MAT="WEEKE"
DN="STANDARD"
INCH="0"
VIEW="NOMIRROR"
ANZ="1"
BES="0"
ENT="0"
_BSX=1501.952800
_BSY=609.777800
_BSZ=19.050000
_FNX=0.000000
_FNY=0.000000
_RNX=0.000000
_RNY=0.000000
_RNZ=0.000000
_RX=1501.952800
_RY=609.777800

[001
i="25.4"
KM="Metric Conv"
l="59.132*i"
KM="Length"
w="24.007*i"
KM="Width"
t="0.75*i"
KM="Thickness"
Feed="3"
KM="Feedrate"
Diameter="8"
KM="Drill Diameter"
Top_Brd="0.806*i"
KM="Top Border"
Btm_Brd="2.806*i"
KM="Bottom Border"
Lft_Brd="2.318*i"
KM="Left Side Border"
Rgt_Brd="7.318*i"
KM="Right Side Border"

]1
$E0
KP 
X=Rgt_Brd
Y=Top_Brd
Z=0.0
KO=0
.X=185.877200
.Y=20.472400
.Z=0.000000
.KO=0

$E1
KL 
X=l-Lft_Brd
Y=@0
.X=1443.075600
.Y=20.472400
.Z=0.000000
.WI=0.000000
.WZ=0.000000

$E2
KL 
X=@0
Y=w-Btm_Brd
.X=1443.075600
.Y=538.505400
.Z=0.000000
.WI=1.570796
.WZ=0.000000

$E3
KL 
X=Rgt_Brd
Y=@0
.X=185.877200
.Y=538.505400
.Z=0.000000
.WI=3.141593
.WZ=0.000000

$E4
KL 
X=@0
Y=Top_Brd
.X=185.877200
.Y=20.472400
.Z=0.000000
.WI=4.712389
.WZ=0.000000

<100 \WerkStck\
LA="l"
BR="w"
DI="t"
FNX="0"
FNY="0"
AX="0"
AY="0"

<101 \Kommentar\
KM="Parametric 32mm Square Pattern"
KM="Adjust "Border" variable as needed"
KAT="Comment"
MNM="Comment"

<121 \Block\
XP="Rgt_Brd+((l-Lft_Brd-Rgt_Brd)/2)-(((MOD((l-Lft_Brd-Rgt_Brd)/32))+1)/2)*32+16"
YP="Top_Brd+((w-Top_Brd-Btm_Brd)/2)-(((MOD((w-Top_Brd-Btm_Brd)/32))+1)/2)*32+16"
ZP="0.0"
AX="1"
AY="(MOD((w-Top_Brd-Btm_Brd)/32))+1"
RX="1"
RY="32"
CS="0"
KAT="Block macro"
MNM="Block macro"
NM=""
DP="1"

<102 \BohrVert\
XA="0"
YA="0"
BM="SSS"
DU="Diameter"
AN="(MOD((l-Lft_Brd-Rgt_Brd)/32))+1"
MI="0"
S_="2"
AB="32"
WI="0"
F_="Feed"
HP="0"
SP="0"
YVE="0"
WW="60,61,62,90,91,92,150,190"
ASG="2"
KAT="Vertical drilling"
MNM="Vertical drilling"
MX="0"
MY="0"
MZ="0"
MXF="1"
MYF="1"
MZF="1"
!

